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O) | o Checked: JRW
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\ \ Q PERENNIALS Record Drawing by/date:
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| / s ) Revisions:
///////////// NO MOW MEADOW SEED MIX
| \ Ll 1 05/10/2017 DRC Submittal
2 06/08/2017 Per City Comments
\ 3 11/15/2017 DRC Submittal
| 4 02/01/2018 100% DD Submittal
| \‘ ‘ Land R . ¢ 5 03/02/2018 Watershed Comments
| | andscape iequircments 6 04/18/2018 Construction Drawings
/ CITY DEVELOPABLE AREA LANDSCAPE REQUIRED: 404 500 S.F.
*+ TOTAL AREA OF A DEVELOPMENT SITE OR PHASE MINUS NATURAL WATER BODIES,
/ WETLANDS, OR WOODED AREAS.
| — ONE TREE PER 2,500 S.F. 162 TREES
| — ONE SHRUB PER 1,000 S.F. 405 SHRUBS
/ O} / I hereby certify that this plan was prepared by me or under my
b ’ /5 : ’ direct supervisj&l{l and that I z : h:.u]lz' cert;f:?e PSI:?FFSfSIﬁNAL
,,,,,,,,, | 4 , - > “ f sxh ] .
™ ,‘ ya | / Tree Replacement Requirements
| ~ TREE REPLACEMENT REQUIREMENTS: 194 TREES Date: 04/18/18 License No.
2
\ / * REFORESTATION REQUIRED FOR REMOVAL OF SIGNIFICANT TREES BEYOND 50% OF
. THE TOTAL DBH INCHES OF SIGNIFICANT TREES
R Q . / — 484 DBH INCHES TO MITIGATED WITH 2.5” REPLACEMENT TREES
g Z / (SEE CALCULATIONS ON TREE PRESERVATION PLAN)
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N . TOTAL LANDSCAPING REQUIRED: 356 TREES
Q b / x TREES: 356 TREES °
" / * SHRUBS: 405 SHRUBS
N S \ — UP TO 50% OF REQUIRED SHRUBS MAY BE PERENNIALS.
\\ é | — FOUR PERENNIALS EQUALS ONE SHRUB.
\ | Total Landscape Provisions
\‘ ]
N
( \ TOTAL LANDSCAPING PROVIDED: 259 TREES
* DECIDUOUS OVERSTORY TREES: 106 TREES Prepared for:
\\\ * EVERGREEN TREES: 76 TREES
N * ORNAMENTAL TREES: 77 TREES
\\\ * SHRUBS: (NOT INCLUDED IN TOTAL) 1337 PLANTS °
AN * PERENNIALS / GRASSES: (NOT INCLUDED IN TOTAL) 3487 PLANTS Llfespace

AN
7
1 o e

. CASE FILE #PL201700250

n | | ‘, | : LANDSCAPE PLAN APPROVED
/o . SPAGERLL L Friendship
\ Village
| .
VVVVVVVVVVVVVVVVVVVVVVVVVVVVVVV Bloomington, Minnesota
AN
N

LANDSCAPE PLAN

N
1 OVERALL
&

\

IR

I ) AN

I I IS IIEN DIEE DDNE IDEE DDNE DDEE DDEE DEEE DS BEEE EEEe . o’ 70’ 140’ 210° Sheet: OF
\ \ 0009018PLO1.dwg

\




© 2018 Westwood Professional Services, Inc.
Call 48 Hours before digging:

811 or call811.com
Common Ground Alliance

EASEMENT LINE (TYPSY o

4—-BHS
PROPERTY LINE (TYP.)

RIGHT OF WAY (TYP.) /\

Plant Legend

N

- T .
£\ \
..... (¢ . \
) A

A

\\
oy
\ )

2\, \25-pDS

N
B ( c‘Jvﬁ@.
PR <o 5
| 8- Z,0
W\ A\ o
— N s 060552 L 11—rsp™

A
\
: ; *_l \’.’\1‘”‘ 0l , : : :
\\Q\, °;°.f;' ..§‘»—~ e P B i e T _ Y

3—-CBS

570

“
“,
“
“
o,

%ERSTORY DECIDUOUS TREE

@ ORNAMENTAL TREES

CONIFEROUS TREES

Q PERENNIALS

BOULDERS
9

SHRUBS
)

71 ’NO MOW MEADOW SEED MIX

s/ 7
PSRN

/.

EXISTING SIGNIFICANT DECIDUOUS TREE

EXISTING SIGNIFICANT CONIFEROUS TREE

EXISTING VEGETATION EDGE
(TO REMAIN)

TEMPORARY
STAGING AREA

S

"
.
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BLACK STEEL EDGER (TYP.)

ROCK MULCH (TYP.)

SHREDDED HARDWOOD MULCH (TYP.)

ROCK MAINTENANCE STRIP (TYP.)

SOD (TYP.)
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NOT USED
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L WOODLAND EDGE SOUTH & WEST— MNDOT
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M  SAVANNA GRASS MIX WITH MIXED

HEIGHT/MESIC WILDFLOWER MIX (TYP.)
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PRUNE OUT MISDIRECTED BRANCHES.
PROVIDE ONE CENTRAL LEADER. CODE QTY. COMMON BOTANICAL NAME SIZE ROOT SPACING REMARKS es
1. CONTRACTOR SHALL CONTACT COMMON GROUND ALLIANCE AT 811 OR CALL811.COM TO VERIFY
GUYING AND STAKING, AS REQUIRED, LOCATIONS OF ALL UNDERGROUND UTILITIES PRIOR TO INSTALLATION OF ANY PLANTS OR LANDSCAPE
(M MATERIAL. - - - Westwood Professional Services, Inc.
DECIDUOUS AND CONIFEROUS TREES: BOL 9 BOULEVARD LINDEN TILIA AMERICANA 'BOULEVARD 2.5" CAL. B&B AS SHOWN SINGLE 7699 Anagram Drive
TOP 'STAKES 5° ABOVE GROUND 2. ACTUAL LOCATION OF PLANT MATERIAL IS SUBJECT TO FIELD AND SITE CONDITIONS. EQM 5 EMERALD QUEEN NORWAY MAPLE ACER PLATANOIDES 'EMERALD QUEEN’ 2.5" CAL. B&B AS SHOWN  SINGLE Eden Prairie, MN 55344
ggﬁb)MOgFTgT;EI-:STs'Bm\I\ISH' SUM 9 SUGAR MAPLE ACER SACCHARUM 2.5" CAL. B&B AS SHOWN  SINGLE
e AT 3. I}ISEF}IKAA,:ANET[I)IFIAGTEWI'I&I&E?AE INSTALLED UNTIL ALL GRADING AND CONSTRUCTION HAS BEEN COMPLETED IN ABM = AUTUMN BRILLIANCE MAPLE ACER X FREEMANI JEFFERSRED’ Yo oAl 2D A SHOWN  SINGLE Phone  (952) 937-5150
TO BE 2°X2” STAINED WOOD OR : SKH 3 SUNBURST HONEYLOCUST GLEDITSIA TRIACANTHOS VAR. INERMIS 'SKYCOLE'  2.5” CAL. B&B AS SHOWN  SINGLE ﬁal’l‘me gggg; gg;gfgg
» ? »” [o] -
PANTED STEEL DELINEATOR 4. ALL SUBSTITUTIONS MUST BE APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO SUBMISSION OF PRE 5 PRINCETON ELM ULMUS AMERICANA "PRINCETON 2.5” CAL B&B AS SHOWN  SINGLE
POSTS. PLACE 3 POSTS RED OAK QUERCUS RUBRA z
EQUIDISTANT AROUND AND ANY BID AND/OR QUOTE BY THE LANDSCAPE CONTRACTOR. REO 14 2.5" CAL. B&B AS SHOWN SINGLE westwoodps.com
OUTSIDE ROOT BALL. SECURE SWO 15 SWAMP WHITE OAK QUERCUS BICOLOR 2.5” CAL. B&B AS SHOWN  SINGLE
TREE TO POSTS WITH 16” LONG 5. CONTRACTOR SHALL PROVIDE TWO YEAR GUARANTEE OF ALL PLANT MATERIALS. THE GUARANTEE RVB 13 RIVER BIRCH BETULA NIGRA 55" CAL B&B AS SHOWN _ CLUMP
POLYETAYLENE, 40 WL, 1.5 INITIAL PLANTING. - REPLACEMENT PLANT MATERIAL SHALL HAVE A ONE YEAR GUARANTEE COMMENCING WSg 25 VWHITESPIRE BIRCH SETULA POPULIFOUA WHITESPIRE! 25" CAL__ B4B AS SHOWN _ CLUMP
WIDE STRAP. UPON PLANTING. GSL 5 GREENSPIRE LINDEN TILIA CORDATA 'GREENSPIRE’ 2.5" CAL. B&B AS SHOWN  SINGLE
TREE WRAP MATERIAL(FOR DECIDUOUS
TREES) FROM GROUNDLINE UPWARD 6. ALL PLANTS TO BE SPECIMEN GRADE, MINNESOTA—GROWN AND/OR HARDY. SPECIMEN GRADE SHALL ORNAMENTAL TREE 37
TO FIRST BRANCHES, AS REQUIRED. ADHERE TO, BUT IS NOT LIMITED BY, THE FOLLOWING STANDARDS: JTL 8 JAPANESE TREE LILAC SYRINGA RETICULATA 1.5" CAL. B&B AS SHOWN  CLUMP Designed: SAR
PLACE MULCH, DEPTH AS SPECIFIED, ALL PLANTS SHALL BE FREE FROM DISEASE, PESTS, WOUNDS, SCARS, ETC. ALS 6 ALLEGHENY SERVICEBERRY AMELANCHIER LAEVIS 1.5” CAL. B&B AS SHOWN  CLUMP
2 BaL R e e > — DO NOT PILE ALL PLANTS SHALL BE FREE FROM NOTICEABLE CAPS, HOLES, OR DEFORMITIES. ABS 12 AUTUMN BRILLIANCE SERVICEBERRY AMELANCHIER X _GRANDIFLORA 'AUTUMN BRILLIANCE’ 1.5” CAL. B&B AS SHOWN __ SINGLE Checked: RW
" ﬂ;‘ FORM 3" DEEP WATERING BASIN. ALL PLANTS SHALL HAVE HEAVY, HEALTHY BRANCHING AND LEAFING. PRC 16 PRAIRIE ROSE CRAB MALUS 'PRAIRIE_ROSE’ 1.5" CAL. B&B AS SHOWN _ SINGLE Drawn: SAR
BRI // /////// BACKFILL PLANT PIT WITH SPECIFIED CONIFEROUS TREES SHALL HAVE AN ESTABLISHED MAIN LEADER AND A HEIGHT TO WIDTH RATIO OF SSC 6 SPRING SNOW CRAB MALUS 'SPRING SNOW' 1.5” CAL. B&B AS SHOWN _ SINGLE
TN L / %// - BACKFILL SOIL. NO LESS THAN 5:3. QUA 23 QUAKING ASPEN POPULUS TREMULOIDES 1.5" CAL. B&B AS SHOWN  SINGLE Record Drawing by/date:
E= ///////4 — SCARIFY SIDES AND BOTTOM OF HOLE. LLH 6 LIMELIGHT HYDRANGEA HYDRANGEA PANICULATA ’LIMELIGHT 1.5" CAL. B&B AS SHOWN  SINGLE
=L _m: _AE REFER TO AMERICAN STANDARD FOR 7. PLANTS TO MEET AMERICAN STANDARD FOR NURSERY STOCK (ANSI Z60.1-2004 OR MOST CURRENT
L =T T NURSERY STOCK FOR MINIMUM BALL VERSION) REQUIREMENTS FOR SIZE AND TYPE SPECIFIED. CONIFEROUS TREE 55
e SIZE. ROOT FLARE TO BE PLANTED -
AT OR NEAR FINISHED GROUNDLINE. 8. PLANTS TO BE INSTALLED AS PER MNLA & ANS| STANDARD PLANTING PRACTICES. BHS 23 BLACK HILLS SPRUCE PICEA GLAUCA DENSATA 6 HT. B&B AS SHOWN  FULL
SET ROOT BALL ON UNDISTURBED CBS 15 COLORADO SPRUCE PICEA PUNGENS 6 HT. B&B AS SHOWN _ FULL Revisions:
SUBSOIL. OR COMPACTED SOIL MOUND 9. PLANTS SHALL BE IMMEDIATELY PLANTED UPON ARRIVAL AT SITE. PROPERLY HEEL—IN MATERIALS IF NOS 5 NORWAY SPRUCE PICEA ABIES 6 HT. B&B AS SHOWN  FULL .
MATCHING TREES NATURAL NECESSARY; TEMPORARY ONLY. NWP 11 NORWAY PINE PINUS RESINOSA 6" HT. B&B AS SHOWN  FULL 1 05/10/2017 DRC Submittdl
GROUNDLINE WITH FINISHED SITE , .
WHP 22 WHITE PINE PINUS STROBUS 6 HT. B&B AS SHOWN  FULL
GRADE. 10. PRIOR TO PLANTING, FIELD VERIFY THAT THE ROOT COLLAR/ROOT FLAIR IS LOCATED AT THE TOP OF 2 06/08/2017 Per City Comments
THE BALLED & BURLAP TREE. IF THIS IS NOT THE CASE, SOIL SHALL BE REMOVED DOWN TO THE 3 11/15/2017 DRC Submittal
ROOT COLLAR/ROOT FLAIR. WHEN THE BALLED & BURLAP TREE IS PLANTED, THE ROOT COLLAR/ROOT CONIFEROUS SHRUB 334 4 02/01/2018 100% DD Submittal
FLAIR SHALL BE EVEN OR SLIGHTLY ABOVE FINISHED GRADE. TEA 29 TECHNY ARBORVITAE THUJA OCCIDENTALIS 'TECHNY’ 4-0" 0.C. _ #5 CONT. ° ubmitta
HOA 19 HOLMSTRUP ARBORVITAE THUJA OCCIDENTALIS 'HOLMSTRUP’ 4'-0" 0.C. #5 CONT. 5 03/02/2018 Watershed Comments
NOT T0 SCALE 1. SE/E'# gg?gOF BURLAP ON BB MATERIALS; REMOVE POT ON POTTED PLANTS; SPLIT AND BREAK APART TAY 142 TAUNTON YEW TAXUS MEDIl "TAUNTON’ 420" 0.c.__#5 CONT. 6 04/18/2018 Construction Drawings
‘ GOJ 67 GREY OWL JUNIPER JUNIPERUS VIRGINIANA 'GREY OWL’ 4-0" 0.C. __ #5 CONT.
12. PRUNE PLANTS AS NECESSARY — PER STANDARD NURSERY PRACTICE AND TO CORRECT POOR SCJ 51 SCANDIA JUNIPER JUNIPERUS SABINA "SCANDIA’ 4'—0" 0.C.  #5 CONT.
BRANCHING OF EXISTING AND PROPOSED TREES.
REMOVE CONTAINER, SCARIFY SIDES, 13. WRAP ALL SMOOTH-BARKED TREES — FASTEN TOP AND BOTTOM. REMOVE BY APRIL 1ST. DECIDUOUS SHRUB 621
AND SET SOIL MASS ON COMPACTED GMS 14 GOLDMOUND SPIREA SPIRAEA X GOLDMOUND 3—-0" 0.C. #5 CONT.
SOIL BASE MOUND, MATCHING 14. STAKING OF TREES AS REQUIRED; REPOSITION, PLUMB AND STAKE IF NOT PLUMB AFTER ONE YEAR. LPS 121 LITILE PRINCESS SPIREA SPIRAEA JAPONICA 'LITTLE PRINCESS’ 3-0" 0.C. __ #5 CONT.
SHRUBS NATURAL GROUNDLINE WITH SWN 13 SUMMER WINE NINEBARK PHYSOCARPUS OPULIFOLIUS 'SEWARD’ 5-0" 0.C. __ #5 CONT. 1 hereby certify that this plan was prepared by me or under my
FINISHED GRADE 15. THE NEED FOR SOIL AMENDMENTS SHALL BE DETERMINED UPON SITE SOIL CONDITIONS PRIOR TO ; ; — direet ot aod thar T am 5 B tifind, PROFESSIONAL.
PLANTING. LANDSCAPE CONTRACTOR SHALL NOTIFY LANDSCAPE ARCHITECT FOR THE NEED OF ANY LDN 75  LITILE DEVIL NINEBARK PHYSOCARPUS OPULIFOLIUS DONNA MAY 3-0 0C.  #5 CONT. LANDSCAPE ARCHITECT under the laws of the State of Minnesota.
MULCH AS SPECIFIED (AND FILTER SOIL AMENDMENTS. CWR 37 CHAMPAGNE WISHES ROSE ROSA 'CHAMPAGNE WISHES 4-0" 0.C. __ #5 CONT.
FABRIC, AS INDICATED) IBH 234 INCREDIBALL HYDRANGEA HYDRANGEA ARBORESCENS 'ABETWO’ 4-0" 0.C. __ #5 CONT.
16. BACKFILL SOIL AND TOPSOIL TO ADHERE TO MN/DOT STANDARD SPECIFICATION 3877 (SELECT TOPSOIL BOX 30 CHICAGOLAND GREEN BOXWOOD BUXUS 'GLENCOE’ 3-0" 0.C. __ #5 CONT. Jeffery R. Westendor?
EDGING AT PLANTING BEDS, AS BORROW) AND TO BE EXISTING TOP SOIL FROM SITE FREE OF ROOTS, ROCKS LARGER THAN ONE INCH, RSB 37 REGENT SERVICEBERRY AMELANCHIER ALNIFOLIA 'REGENT 5-0" 0.C. _ #5 CONT. 04/18/18
SPECIFIED, ADJACENT TO LAWN SUBSOIL DEBRIS, AND LARGE WEEDS UNLESS SPECIFIED OTHERWISE. MINIMUM 4" DEPTH TOPSOIL FOR DBH 230  DWARF BUSH HONEYSUCKLE DIERVILLA LONICERA 3-0" 0.C. #5 CONT. Date: License No.
AREAS ALL LAWN GRASS AREAS AND 12” DEPTH TOPSOIL FOR TREE, SHRUBS, AND PERENNIALS. ACD 93 ALLEMANS COMPACT DOGWOOD CORNUS SERICEA "ALLEMANS COMPACT 50" 0.C. __#5 CONT.
GARDEN GLOW DOGWOOD ’ ’ 0"
17. MULCH TO BE AT ALL TREE, SHRUB, PERENNIAL, AND MAINTENANCE AREAS. TREE AND SHRUB CD 26 CORNUS HESSEI_GARDEN CLOW __ 5-0_0.C.  #5 CONT.
SCARIFY SIDES AND BOTTOM OF K BBH 31 BUTTERFLY BUSH HONEYSUCKLE DIERVILLA SESSILIFOLIA 'BUTTERFLY 4-0" 0.C. __ #5 CONT.
NOLE. DEPTH. PER CONTAINER SOIL PLANTING BEDS SHALL HAVE 4" DEPTH OF SHREDDED HARDWOOD MULCH. SHREDDED HARDWOOD oo SARK HORSE WEIGELA : : .
DEPTH MULCH TO BE USED AROUND ALL PLANTS WITHIN TURF AREAS. PERENNIAL AND ORNAMENTAL GRASS 39 WEIGELA FLORIDA DARK HORSE : 3-0 0.C.  #5 CONT.
BEDS SHALL HAVE 2" DEPTH SHREDDED HARDWOOD MULCH. MULCH TO BE FREE OF DELETERIOUS CAV 49 COMPACT AMERICAN VIBURNUM VIBURNUM TRILOBUM 'BAILEY COMPACT 4-0" 0.C. #5 CONT.
BACKFILL PLANT PIT WITH SPECIFIED MATERIAL AND COLORED RED, OR APPROVED EQUAL. ROCK MULCH TO BE BUFF LIMESTONE, 1 1/2
PLANTING SOIL OR AS APPROVED TO 3” DIAMETER, AT MINIMUM 3” DEPTH, OR APPROVED EQUAL. ROCK MULCH TO BE ON COMMERCIAL PERRENIALS 842
GRADE FILTER FABRIC, BY TYPAR, OR APPROVED EQUAL WITH NO EXPOSURE. MULCH AND FABRIC TO R FORESTER REED GRASS , , .
BE APPROVED BY OWNER PRIOR TO INSTALLATION. MULCH TO MATCH EXISTING CONDITIONS (WHERE KFG 116 CALAMAGROSTIC ACUTICLORA KARL FORESTER 36 0.C. #5 CONT.
SET CONTAINER ROOT SOIL ON APPLICABLE). JSG 23 LITTLE FOUNTAIN JAPANESE SILVER GRASS MISCANTHUS SINENSIS 'KLEINE FONTAINE 48” 0.C. #5 CONT.
UNDISTURBED SUBSOIL OR MILD PDS 648  PRAIRIE DROPSEED SPOROBOLUS HETEROLEPIS 24” 0.C. #5 CONT. °
o st e Ao DERTH TO 18. ALL LANDSCAPE EDGING SHALL BE COL—MET STEEL EDGING, 3/16” THICK, COLOR BLACK OR APPROVED SSG 36 SHENANDOAH SWITCHGRASS PANICUM VIRGATUM 'SHENANDOAH’ 24” 0.C. #5 CONT.
EQUAL. LRS 255  LITTLE SPIRE RUSSIAN SAGE HEMEROCALLIS 'APRICOT SPARKLES' 18” 0.C. #1 CONT.
19. ALL DISTURBED AREAS TO BE SODDED OR SEEDED, UNLESS OTHERWISE NOTED. PARKING LOT ISLANDS ArS 239 AUTUMA FIRE SEDUM SEDUM SPECTABILE AUTUME FIRE 18" 0.C. #1_CONT.
A Shrub & Perennial Planting Detail ' TO BE SODDED WITH SHREDDED HARDWOOD MULCH AROUND ALL TREES AND SHRUBS. SOD TO BE KKC 501 ESB$ASTTECSLM'B'/IYL|LLY NEPETA FAASSENII KIT KAT 18" 0.C. #1 _CONT.
STANDARD MINNESOTA GROWN AND HARDY BLUEGRASS MIX, FREE OF LAWN WEEDS. ALL TOPSOIL RSD 468 HEMEROCALLIS RUBY STELLA 18" 0.C. #1 _CONT.
AREAS TO BE RAKED TO REMOVE DEBRIS AND ENSURE DRAINAGE. SLOPES OF 3:1 OR GREATER —— 20 JOAN SENIOR DAYLILY HEMEROCALLIS "JOAN SENIOR 18” 0.C. #1 CONT.
NOT TO SCALE SHALL BE STAKED. SEED AS SPECIFIED AND PER MN/DOT SPECIFICATIONS. IF NOT INDICATED ON MSY 297  MOONSHINE YARROW ACHILLEA 'MOONSHINE’ 24" 0.C. #1 CONT.
LANDSCAPE PLAN, SEE EROSION CONTROL PLAN. BES 489  BLACK EYED SUSAN RUDBECKIA FULGIDA 'GOLDSTURM’ 16” 0.C. #1 CONT.
20. PROVIDE IRRIGATION TO ALL PLANTED AREAS ON SITE. IRRIGATION SYSTEM TO BE DESIGN/BUILD BY SEH 164 SEBOLDIANA HOSTA HOSTA SIEBOLDIANA 'ELEGANS' 367 0.C. #1_CONT.
" LANDSCAPE CONTRACTOR. LANDSCAPE CONTRACTOR TO PROVIDE SHOP DRAWINGS TO LANDSCAPE CAH A1 gﬂﬁﬁ@ﬁ%@ﬂ&i& o HOSTA GUACAMOLE : 36" 0.C. #1 _CONT.
ARCHITECT FOR APPROVAL PRIOR TO INSTALLATION OF IRRIGATION SYSTEM. CONTRACTOR TO PROVIDE SBA 94 ALLIUM TANGUTICUM SUMMER BRILLIANCE 8 0C. #1 CONT. Prepared for:
O R R e copT e OPERATION MANUALS, AS—BUILT PLANS, AND NORMAL PROGRAMMING. SYSTEM SHALL BE WINTERIZED AST 96 FANAL ASTILBE ASTILBE X ARENDSII 'FANAL 16" 0.C. #1 CONT.
FINISH GRADE ~ AND HAVE SPRING STARTUP DURING FIRST YEAR OF OPERATION. SYSTEM SHALL HAVE ONE—YEAR
WARRANTY ON ALL PARTS AND LABOR. ALL INFORMATION ABOUT INSTALLATION AND SCHEDULING CAN
FOR LAWN SPECIFIED MULCH BE OBTAINED FROM THE GENERAL CONTRACTOR. ABBREVIATIONS: B&B = BALLED AND BURLAPPED CAL. = CALIPER HT. = HEIGHT MIN. =MINIMUM O.C. = ON CENTER SP. = SPREAD QTY .= QUANTITY CONT. = CONTAINER .
EXISTING SOIL L_ﬂL___ NOTE: QUANTITIES ON PLAN SUPERSEDE LIST QUANTITIES IN THE EVENT OF A DISCREPANCY. I 1 espace
S 21. CONTRACTOR SHALL PROVIDE NECESSARY WATERING OF PLANT MATERIALS UNTIL THE PLANT IS FULLY
ESTABLISHED OR IRRIGATION SYSTEM IS OPERATIONAL. OWNER WILL NOT PROVIDE WATER FOR 0q o
CONTRACTOR. t
Communities
SOIL MIX TO BE 22. REPAIR, REPLACE, OR PROVIDE SOD/SEED AS REQUIRED FOR ANY ROADWAY BOULEVARD AREAS
glETg\;vJMEDOcﬁNé ADJACENT TO THE SITE DISTURBED DURING CONSTRUCTION. Pl Schedul Rain Gard
T ant Schedule - Rain Garden
NS S, TOP TO ALLOW 23. REPAIR ALL DAMAGE TO PROPERTY FROM PLANTING OPERATIONS AT NO COST TO OWNER.
N\ FOR ADEQUATE LIP e
Y FOR MULCH. 24. RAIN GARDEN NOTE: PROVIDE AND INSTALL EROSION CONTROL BLANKET AT RAIN GARDEN AREA SIDE CODE QTY COMMON /BOTANICAL NAME SIZE LOCATION SPACING 0.C. REMARKS
SLOPES AFTER ALL PLANTING HAVE BEEN INSTALLED. BLANKET TO BE ONE SEASON GEOJUTE,
MN/DOT CATEGORY 2 (STRAW 1S, WOOD FIBER 1S), OR APPROVED EQUAL. BLANKET TO BE PERRENIALS 615 _ :
SPECIFIED TOPSOIL OVERLAPPED BY 4” AND ANCHORED BY SOD STAPLES. PLACE BLANKET PERPENDICULAR TO THE YAM —— COMMON YARROW / ACHILLEA MILLEFOLIUM PLUG SIDESLOPE 18" O.C. HEIGHT: 2-3
. SLOPE. TRENCH IN EDGES OF BLANKET AREA TO PREVENT UNDER MINING. PROVIDE SILT FENCE AT SJP —— SWEET JOE—PYE—WEED / EUPATORIUM PURPUREUM PLUG SIDESLOPE 24" 0.C. HEIGHT: 5-7
12” STEEL STAKES TO LOCK TOP OF SLOPE AS NEEDED. SHREDDED HARDWOOD MULCH TO MATCH OTHER PROJECT PLANTING SWG _Z SWITCHGRASS / PANICUM VIRGATUM PLUG SIDESLOPE 24” 0.C. HEIGHT: 4—6'
N0 FRET ORMED LOOPS ON , MULCH. PLAC)E 4" DEPTH OF MULCH AT ALL PLANTING AND EROSION CONTROL BLANKET AREA (NO GCN —— GOLDSTRUM CONEFLOWER / RUDBECKIA FULGIDA PLUG SIDESLOPE 18" 0.C. HEIGHT: 2-3
, FILTER FABRIC). SEE RAIN GARDEN DETAIL FOR FURTHER INFORMATION. RAIN GARDEN TO PROVIDE COA —— GOLDEN ALEXANDERS / ZIZIA AUREA PLUG SIDESLOPE 18" 0.0 HEIGHT: 15-3
MINIMUM SPACING 4’ 0.C.). L. - 1
( ) PROPER INFILTRATION AND DRAINAGE REQUIREMENTS PER ENGINEERS APPROVAL. PEV —— PEARLY EVERLASTING / ANAPHALIS MARGARITACEA PLUG SIDESLOPE 18" 0.C. HEIGHT: 1-3' . .
BPH —— BLUE PHLOX / PHLOX DIVARICATA PLUG SIDESLOPE 18” 0.C. HEIGHT: .75-1’ Frlendshl
. . PPP —— PRAIRIE PHLOX / PHLOX PILOSA PLUG SIDESLOPE 18” 0.C. HEIGHT: 2-3'
a Steel Edgmg Detail JLA —— JACOBS LADDER / POLEMONIUM REPTANS PLUG SIDESLOPE 18” 0.C. HEIGHT: 1-1.5’ .
SDO —— STELLA DE ORO DAYLILY / HEMEROCALLIS 'STELLA DE ORO’ PLUG SIDESLOPE 18" 0.C. HEIGHT: .75—1’ " ll
w SPACING AS NOTED ASD __ APRICOT SPARKLES DAYLILY / HEMEROCALLIS 'APRICOT SPARKLES' PLUG SIDESLOPE 18” 0.C. HEIGHT: .75-1’ 1 age
NOT TO SCALE ‘ON SLANT SCHEDULE‘ BJD —— BAJA DAYLILY / HEMEROCALLIS 'BAJA’ PLUG SIDESLOPE 18" O.C. HEIGHT: .75-1’
POA —— PRAIRIE ONION / ALLIUM STELLATUM PLUG SIDESLOPE 18" 0.C. HEIGHT: 1-1.5’
‘ ‘ KFG —— KARL FOERSTER FEATHER REED GRASS / CALAMAGROSTIS X ACUTIFLORA '’KARL FOERSTER’ PLUG BASE/SIDE 18” 0.C. HEIGHT: 3’
SOD AS SPECIFIED. BES —— BROWN—EYED—SUSAN / RUDBECKIA SUBTOMENTOSA PLUG BASE /SIDE 18” 0.C. HEIGHT: 3-5' : :
( )=———— TYPICAL PLANT M
O . LOCATION PBS —— PRAIRIE BLAZING STAR / LIATRIS PYCNOSTACHYA PLUG BASE /SIDE 18” 0.C. HEIGHT: 4—6' Bloomlngton’ Innesota
1 ! ! NEA —— NEW ENGLAND ASTER / SYMPHYOTRICHUM NOVAE—ANGLIAE PLUG BASE 18” 0.C. HEIGHT: 3—6'
i O ! ! CPS —— CATERPILLER SEDGE / CAREX CRINITA PLUG BASE 18” 0.C. HEIGHT: 1-3'
24—=—S0D CUTTING ! ! JPW —— JOE—PYE—WEED / EUPATORIUM MACULATUM PLUG BASE 18” 0.C. HEIGHT: 4—6'
% Sd=— TOPSOIL ! ! BON —— BONESET / EUPATORIUM PERFOLIATUM PLUG BASE 18” 0.C. HEIGHT: 4—6'
| |
IR GLRGL Lo, SCARIFY SUBGRADE TO 2” DEPTH. 5 ‘ SHRUBS —_
. H === e noisTureed or compacTED O O CRD — GRAY DOGWOOD / CORNUS RACEMOSA #2 CONT. __ SIDESLOPE 5-0 0C. - LANDSCAPE DETAILS
o — =™ sUbcrabe CAD —— RED—OSIER DOGWOOD / CORNUS SERICEA (STOLONIFERA) #2 CONT. BASE/SIDE 5-0" 0.Cc.  —
= 6” FOR GROUNDCOVER DBH —— DWARF BUSH HONEYSUCKLE / DIERVILLA LONICERA #2 CONT. BASE /SIDE 3-0" 0.Cc. -
L1t ‘ SPACING AS NOTED 157 FOR SHRUBS
ON PLANT SCHEDULE NOTE: QUANTITIES ON PLAN SUPERSEDE LIST QUANTITIES IN THE EVENT OF A DISCREPANCY.
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McGraw-Edison DOWNLIGHT PENDANT-MEDIUM - "N DATE e, 1° HUBBELL Email: steen@steenceng.com I I =
DPM Seri 8" High Lumen LED LNC ) L s | s S }
5" LED LUMINAIRE Series LED BOLLARD LIGHT (XBVRD) 9 o m o \liad Outdoor Lighting L
The Galleon™ LED luminaire delivers exceptional performance in a Catalog # Type J2B4 U.S. and international patents pending DOWh | |g hf FIRAA NAME! S ER' ES m | 5430 Douglas Drive North | WIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII il
highly scalable, low-profile design. Patented, high-efficiency Accul.ED . . - - - pprovals oy i
Optics™ system provides uniform and energy conscicus illumination to b iofi LE(ISJSSO(-)KA)n arl(lay th Izavi]e"lec(tlglélgkl))rlgrl]tniss LED? n nglggrl“te (5000K), Warm White MD8 LE D PROJECT: Crystal, MN 55429 /////////////////// I
walkways, parking lots, roadways, building areas and security lighting Praject escriprion or Neutral wnite color temperature, v / A ,‘
ications. i ions. Performance and directional control make this luminaire highly versatile and able to . . . . 'III/I Dl
applications. IPG6 rated and UL/cUL Listed for wet locations Dat . ) . > highly ) ) REFLECTOR/DISTRIBUTION - Indirect. Photometric data is tested in accordance to [ESNA 120-277V, 347V . SPECIFICATIONS PRODUCT IMAGE(S) //’) ” 1%’///////”//’/////}/ i
Comments ate accommeodate needs in the sirictest environments. Multiple size and shade configurations Procedures 0-10V Dimmin rchltektUr Intended Use: Lenses: ) e I {W il I,,»,L,/ Al
make this |Um|n0|r9 suitable er a w!de variety of decorative applications, especially where ) ] . . g The compact LED LNC is designed for entry/pe- Full cut-off distribution; Ambient diffuser included, f//M)/ ﬁ/mﬁﬁm /[[/ﬁ///////// %
Prepared b a Dark Sky fr',endly 'n,sm"mem is desirable. ) ) . o HOUSING - Crown: Virtually tamper-proof concealed stainless steel fasteners in the cast y Ceiling Cutout: 814" rimeter illumination for safety, security and identity.  use for applications near enterances or locations '
P Y The decorative housing encloses P66 sealed optical modules, while protecting heat-sink fins aluminum crown assembly \/I o Maximum Ceiling Thickness 11" Typical maunting height is up to 12 feet with 40ft where reduced brightness is desired.
from debris collection. The driver is accessible through the bottom. Greater than 88% ’ APPLICATIONS: accommodate any design requirement. The use of St ey Consult factory for ceiling thickness fo 2" fixture spacing (without acrylic diffuser) and 30ft ]
SPECIFIGATION FEATURES optical efficiency, highly uniform with reduced hot-spot and greater fixture center spacing. Lower Housing: One-piece, 322 inch seamless, extruded aluminum. Various heights are Architektur MDBLED Series is a 8" specification  individual LEDs to achieve these lumen packages Technoasy For conversion to millimeters spacing with acrylic diffuser installed. Photocontrol  Installation: S
, : P : . : o s ’ - o ) e o grade high oulput LED downlight capable enables oplimal thermal management while creating o ; option is available to provide dusk-to-dawn cantrol  Quick mount adapter provides quick installation L
c - - oo - - o Ihls Iumlnmfg useslless than 60% of the energy yet achieves greater fixture spacing, available in 6” increments starting at a minimum of 30" (maximum height is 60”). Lower of delivering over 16,500 lumens and a visually pleasing diffuse appearance in the ceiling. multiply inches by 25.4 for addifional energy savings desianed for racassed bex 4° sauare iunction box
onstruction i ectrica arm mounting requirement taple, improved uniformity vs. Metal Halide. housing attaches to cast aluminum base plate with four stainless steel roll pins designed for ceiling heights fom 20 1o 60 The LED light engine is coupled fo a passive heat Not to Scale : 9 quare ' a r c I e c S
Extruded aluminum _dnver LED drivers are mounted to Round pole_adapter _mc“"ded' For ' feet. Combining energy savings, long life, sink utilizing innovalive heat pipe technology, and is s B
enclosure thermally isolated from removable tray assembly for ease wall mounting, specify wall mount i i OPTIONAL ROUGHNECK REINFORCEMENT - .375” thick zinc plated, steel base plate with low maintenance cost & controllability, it is protected with a self resetfing thermal protector. Construction: . Listings: )
Light Squares for optimal thermal of maintenance. 120-277V 50/60Hz,  bracket option. QUICK MOUNT Construction: Optical Chamber: PROJECT: welded U shaed reinforcement. 3/8” diameter 302 stainless steel rall ins with 10.000 Ib an excellent alternative to metal halide (up LED DRIVER: 22972 Max - Decorative die-cast aluminum housing and door. Listed and labeled to UL 1598 for wet locations,
performance. Heavy-wall, die- 347V 60Hz or 480V 60Hz operation.  ARM: Adapter is bolted directly to e Cast aluminum housing Individual IP66 sealed optical modules ’ p ) P ’ ' to 250 walts) and quartz {up to 500 watls) iy F Rugged design protects intemal components and 25' G ambient environments. Some models meet a n n e r S c
cast aluminum end caps enclose 480V is compatible for use with the pole. Quick mount arm slide * Spun aluminum shade shear load. fixtures. ENfERGY ST/?\]R@ qulc;I IfieclF Rated for a EOCht SII:HQ of WIZC())SEKEEI\SA‘TEPDoge'red (by ? SIlglf-Ao walt, ‘F‘)ffg\“dgg B)E)(E‘)e‘f‘wec)rl}r;hr:mﬂﬂ:ﬁ%eﬁsgtffééopa%ing DBSIgr‘]tLglI’ICtS COng_;)rthum l\DI_CgI thﬁIIflcanons L)
housing and die-cast aluminum 480V Wye systems only. Standard into place on the adapter and is . - . minimum of 50,000 hours life with 70% lumen  consfanf current river {up for 4 drivers per — o Ve ! consu WeDsiie for more detalls:
heat sigks_ A unique, patent with 0_1‘6\/ (Iimming. S&;\ippe d secu‘r’e d via two screv'\)Is, facilitating TYPE: T LENS/GASKET - One-piece, clear acrylic lens enclosure fully gasketed at top and bottom edge. maintenance up fo 40°C {104°F) when free fixture]. The driégr is UL|8750 q?deC:|ass 2 compliant. per IESNA TM-21-11. Powder paint finishes provide http://wwiw.designlights.org/QPL LNG-9L With diffuser 630 D un d ee R d S u i te 11 0
pending interlocking housing and standard with Eaton proprietary quick and easy installation. The Installation - L - . ANCHOR BOLTS - Requires four heawy-duty 3/8” x 10" galvanized steel anchor bolts. airflow is available arcund the fixdure. Rated Lutron Series A drivers also available I lasting appearance in oltdoor environments. ]
h : I b : : - h g . Department of Energy has verified representative product test q vy-duty 9 for @ minimum of 60,000 hours life with 85% DIMMING: » [ES Progress Award Winner - 2012
heat sink provides scalability with circuit module designed to versatile, patent pending, quick The luminaire will mount to a pendant crook or bracket by a 1.50 NPS. Post top crooks data and results | d ith its Lighting Facts P ) lomen mainfonance op o 30°C (B6°F) when free G ol 0y dimmi - tos fickord . : Optics/Electrical DIMENSIONS N ort h b roo k , I L 6 0 0 6 2
superior structural rigidity. 3G withstand 10kV of transient line mount arm accommodates will mount to a 4" OD post or tenon with (6) 5/16" stainless steel set screws. Wall bracket ata and results in accordance with Its Lighting Facts Frogram.  E] ECTRICAL - Universal voltage power supply (120-277 VAG, 50/60 Hz). 347-480V also aitflow is available around the fixture and no d:fn”mg 1O B e it ol e LED: Warranty: — a —
vibration tested and rated. Optional  surge. The Galleon LED luminaire multiple drill patterns ranging models have four 3/8" holes for mounting (wall mount hardware is not included). Visit www.lightingfacts. com for specific calalog strings. available - 400mA is standard. Surge protector meets |[EEE 062.41.2-2002, Scenario 1 lens is present the dim?ﬂisg cirouit :m; ,ecfui?e U: o1 2oA of sink i Drivers are 120-277V, 50/60Hz Type | Il and Type V' Five year limited warranty (for more information t: ( 847 ) 564 - 8333
for caee of iy mto sloctrical 1o 40°C amblent ncironmants. of the door on the quick mount Location Gategory C. Housine: ; v Comaortsiny apla (e pelov inhe 0100 S 120277 Vit it Bt hubbellotdoor convesouices!
. - . X . - . 18 gauge corrosion protected steel platform imming Compatibility lable. - Imming - only. warranty/
chamber, Housing is IP66 rated. For applications with ambient arm enables wiring of the fixture Driver: DIMENSIONS DRIVER - State-of-the-art driver technology designed specifically LS| LED light sources des;g ,,e% for Occess‘»&my, Pre»wiredpj-box ) ) o LNCBL — 5 LEDs. Types I, il or IV available b
! ! 4 ¢ . . . . . . i a : . 4 2sig Lutron 2-wire, 3-wire, and EcoSystem, or 0-10V oo ’
temperatures exceeding 40°C, without having to access the driver Convection cooled driver with electronic constant current operation with over provides unsurpassed system efficiency. Driver complies with IEC and FCC standards. with snap-on covers. Separate power supply dimming available ko 1%, and DMX with RDM see page 2 for electrical details |
Optics specify the HA (High Ambient) compartment. A knock-out enables GALLEON LED voltage and short circuit protection. Automatic voltage sensing for 120 to 277v input. 858" module serviceable and removable from above o ote device management) dimming to less than » LNC7L — 7 LEDs, Type Il Il or ¥ available, ‘
Patented, high-efficiency option. Light Squares are IP86 round pole mounting. |(219mm) OPERATING TEMPERATURE - -40°C to +50°C (-40°F to +122°F). or below ;L‘j g’;l}:”QLESC"Wﬁ; SUPPJ‘/ mo;Iule 0.1%. ses page 2 for electical details . FB*B E: R
e is connecl e ight engine using a LTI .
gﬁicct'sot';cnﬁmﬁgyAC@:S:ECEE are ;i;?:{ei;e:ctee reT;encgeOc:Aaluﬁr(IJ]%r(l)o Finish 1-10 Light Squares Optics: FINISH - Fixtures are finished with LSI's DuraGrip® polyester powder coat finishing process. IO;I;ing pluNg—inéOfXIvengﬂ Adppfoved f:g 8 1490 [NSTALLATION: e bracket o e * LNCOL — 3 #EDsl TI{PGS‘"a ”t'af?lf IV available, T e PPST o
. A . . e . . . . . . . . i 1] . T i niversal a !US jable moun mg rackers accommaodaie %) Seg page or electrical cetalls : : B .
precisely designed to shape hours. Available in standard 1A Housing finished in super durable Solid State LED * High Performance individual optical refractive lens for each LED module. The DuraGrip finish withstands extreme weather changes without cracking or peeling. gthrs:g)h vf‘.ring. Vwiogfe““;;r"e';;ne mouns 1.5 of %" lathing channel or %2 EMT (by others] or @ . 300p”s 60 CRL 4000K . 70 Al and 5000K (122 mm) {39 mm) (209 mm) (133 mm)
the distribution maximizing drive current and optional 600mA, TGIC polyester powder coat paint, * Cool, neutral, or warm color Iemperofures VI\I DECAL STRIPING - Color-coordinated decal is available in 9 standard decal colors or by allow reflectors 1o be inferchanged in the field. Prescolite B24 or B6 bar hangers. ‘ ‘ 20 éJRI EICT nominal - an -
efficiency and application spacing. 800mA and 1200mA drive currents 2.5 mil nominal thickness for — ¢ IESNA Full CUIOff ) = 4 der lection of hundreds. Decal i tead for fi inst REFLECTOR: CERTIFICATIONS: L‘ o ’_J ' SHIPPING INFORMATION
AccuLED Optics create consistent (nominal). superior protection against fade AREA/SITE LUMINAIRE * Avdilable in Type 2, 3, or 5 light patterns custom order Irom a Selection of undreds. Lecal is guaranteed 1or Tive years agains High purity spun aluminum selfflanged reflector  CSA certified to US and Canadian safety standards. REFLECTOR* | HEIGHT (A) * Minimum operating temperature is -40°C/-40F
distributions with the scalability and wear. Heat sink is powder peeling, cracking, or fading. with iridescence suppressed Alzak anodized Suitable for damp locations, or wet locations with N " o Driv y . catalo eWa) arton Dimensions Carlon Qty.
ppi | NoniC reted and | for GOC 25 18 Drivers have greater than .90 power factor q (ka) pp— Width Heraht | er Master
to meet customized application Mounting coated black. Standard housing . 42" standard . - finish. Available in specular and semi-specular a lens. Non-IC rated and approved for 90°C, " ™ and less than 20% Total Harmonic Distortion Number ¢IN eng i eig| Pack
requirements. Offered standard STANDARD ARM MOUNT: colors include black, bronze, grey. Finish ] (1067mm) WARRANTY - LS| LED fixtures carry a limited 5-year warranty. fnish i variety of anodized colors as wellas  4IN/4OUT, through branch wiring. ENERGY STAR® 350 15" inoh cm | nch (c) Inch (c) acl E
in 4000K (+/- 275K) CCT 70 CRi. Extruded aluminum arm includes white, dark platinum and graphite Premium C|UCI|ITIYI ‘rhgrmose‘r pol\{es‘rer powdercoat PHOTOMETRICS - Please visit our web site at www Isi-industries.com for detailed POI”mdof“"‘_OP'IOPS-'OFf'@f@d in25°,35% 45°, qualified with open clear Alzak reflector. Product 45 11 CERTIFICATIONS/LISTINGS . LNC-5LU 96(436) | 145@37) | 96245 | 68(17.5) 2
Optional 3000K, 5000K and 6000K internal bolt guides allowing for metailic. RAL and custom color for a durable finish in the following: ] - 2";'05”? fgfazce?llgclgtr;g:hc;omII?::;?Z;ﬂlsOSEI:‘:sto is marked spacing and must be installed with the 55° 10" il‘m ktin LNG-7LU 96(436) | 145@7) | 98245 | 681175) 2 -
CCT. easy pqsiti?,cri]ng of fixtl:_re during matches available. Standard: Prermium: photometric data. b Yoke mounting Sms& wih safsty i i‘:’”"w'“g 2‘"”“”"‘{ SZ?C‘“953| N W ITH LENS ASSEMELY sp@ Igfac tg JL: . : LNC-3LU 96436 | 145GD | 96248 | 68075 2 Z
mounting. When mounting two BLK - Sain Black ATC - Antique Copper LISTING . Lisfed 0 U.S. and (anadian ety sandzrds, Suifabe for vt ogations, DLC - pot included. enter o -enler of adiacent uminaies Dimersion ‘A" may o may ot be — SO v ST O
‘1)20"2 eart theaE:Seitended arm Fi:er.rzgr zvarrant CLB - Classic Bronze GIG - Granite Green all possible distributions are Igapprove . Igease refer to or E)L(? web site ?OI’ SpeCIPIC LED LIGHT ENGINE: Minimum Overhead Clearance: 19" :m[;:"i‘;il:figg:;?SIon depending
may bg required. Refer to the Y v GRN - Green WHT - White Dorme-Top listings. For a list of the specific products in this series that are DLC listed, please consult [Eh; MD&LED ses up 30:130 in.iividucﬁ Nichia  {To bottom of metal pan] P ’ ORDERING INFORMATION I_
. . . . . . . . . . il X TOVI! minimum
TBK - Textured Black the LED Lighting section of our website or the Design Lights website at www.designlights. of 80 ORI veith 3 SDCM color consistonty Center of Luminaire to Side of Building Member : 18” ORDERING EXAMPLE: LNC-9LU-5K-3-1-PC1
org. The LED light engine is available in multiple WARRANTY: 0
DIMENSIONS - I;AIS,EBDET?IIL di " oh ithout noti lumen packages and color temperatures fo 5 Year Warranty. See www.prescolite.com for defails.
Available Shade Styles Note: Sese plae dmensions ey change without e, s — — R —— - CATALOG NUMBER: EXAMPLE: MDSLED12L35K8-8MD 1 2WFL45 INC | - - - - - 2
— late femplates. : is product, or selected versions of this product, meet the standards listed below. Please consult factory —
P ’ foryour specific requirements. Order housing, reflecior, and cccessories separatel
_15/16" Bolt Circle 6" Maximum LED COLOR ‘ E
100mmi /—\ (11 4mm) Anchor Bolt arpa @ HOUSING ~ QUTPUT CRI VOUTAGE OPTIONS o ACCESSORIES | semies | numeer oF Lens IES DISTRIBUTION
/ ‘ 3/8" X 10" Tunding Comprhant Intertek ( G & TEMP - y o
. locati . LNC 5L° 5LED U 120v-277Y PC(X)' Button photocontrol,
> Conduit . etlooation 0 MDSLED O 3L? 0 27K 0 8 21 Blank O Blank 0 sMp O 312 D MD25 0 Blank O Blank 0 B24 Igyr([;, uplight — 3K ggo(% rominal 2 Typell 1 Bronze w0 replacer with voltage
Opening 1.5" (38mm) 8" High 3000 2700 80+ 120 Standard 8" Alzak  Suilable for  Nominal  Speculor Clear Alzak No lens Set of two[2) 24" Plg ° 71EDs 1 1200 2 Black ify 1-120V, 2-208V, o
M 3" (76mm) Bolt Projection outpuf Delivered Kelvin SEI thru 01 O\{ Reflector 2000 Lumen 25 o o§s O ¢G o CL bar hangers for oL 9LEDs 2 208V 4K 4000K nominal.  3° Typelll 3 Gray gpgilov Pl )
CERTIFICATION DATA Electrostatic sensitive device. (D a 6[-IIJ-Ten5 - gOo(%co . 90+ 3(3“7 dimming Housings Degrce Jemi- Champagne eer Toar cellings 3 240v oCA i ’
UL/cUL Wet Location Listed observe precautions for handing hausing 6000 Kl J HDM o el Cutoff Specular Gold Alzak lensover [y pg ) 2 Type V 4 White —I
I 1S0 9001 Maximum Balt Circle is 6" : _ Kelvin CRI 2 120V Lutron 3-wire/ Suitable for 1 FL35 Qo BL LEDs {wet Sef of two (2} bar 4 o1y 5K® 5000K nominal 5 Plati m
i int Delivered 0 35K 120 EcoSystem to i location) < For ceil atinum
% 6000 Lumen  Nominal Black Alzak hangers for ceilin
LM79 / LM80 Compliant DPM-1 DPM-4 Standard (Minimum) Lumens 3500 Volt ffor 1% f Py narg wnd o
“A” 21-3/4" [553mm] ——— X —"B" 3G Vibration Rated EPA: 1.9 EPA: 1.0 Bolt Circle is 4.5" 1 9L2 Kelvin DM g 2I;M H°;’5'”95 b O WE G S:.IIIe joist up fo 24 AN? AmﬁeLl(SFO um
DRILLING PATTERN (P65 Rated 9000 a 40K only) Lutron 2-wire - ‘S’Lhmble for  Comlf Yuhea Alzok Softening cs?fgp it Isrieolqdly”l
DIMENSION DATA DesignLights Consortium® Qualified* Delivered 4000 2 3472 Leading Edge to 9000 lumenQl  WFL45 4 :'.“Ilw Wheat Lens over Sloped ceiling observatory appii
Number of p o "Bd" . o ';_B" | V_Ii:i%ht _tEhPﬁ TYPE "N" ENERGY DATA Ordering Information: LIGHT OUTPUT - XBVR 5 A llugf’zns a g%“g 3;1"7 4 ]DO:M“ZOV only) Houszings 4Nsominql Alzak llch;ﬁg';]e' adapler [see cations, 350 mA
A " andar ptiona wi rm wi rm 3/4" 119 i - r r NS o - tput ]
Light Squares Width ArmLength | Arm Length' (Ibs.) 2{Sq. Ft.) /DwalmeTeTJ Electronic LED Driver Model bght Qrder C APp Lurnens Norm l Description # 0l LEDS Lumens ! quaIIs IQQOO 500-0 Osram dimmin - gz‘IL bl Degree L Pw o wr rofe on page ¢} (consuktector)
Hole 0.9 Power Factor Type Code Delivered Input Power _ Delivered Kelvin Dstom Is} fu. able 2 g ° Pewter Alzak o ed
1.4 15472 7 10” 33 0.96 <20% Total Harmonic Distortion 3L 3000K | 80 5,700 : : o : )C<E'\’/IRVYB"G A R lumens st soecify ither WT or BT for paintd O DMX Lﬁ:ngooo o xlgl?ss u Bc White
5 SN e, Yo ), ] 2 TMust specify either or ror painted cong i
(394mm) | (178mm) (284mm) (15.0 kgs.) & — 718" [22mm] 120,277V B0/60Hz DPM-1 12 i ook T &0 = o0 3%2/\/@ ATC,BLK Also available in traditional light sources . a } 55(;.00 et er et~ DK arith RDM Hooengs X3S Eczg::d Black ) 2;” g
. 21-5/8" 7" 10" 44 - 347V & 480V 60Hz See next DPM-2 5000K 70 6,100 CLB,GRN . Neutral White 24 1224 38 : “Availabie in standard 0-10V dimmirg only, dimming fo o 1512 55 Y [ ]
5-6 (548mm} {178mm) {254mm) {20.0 kgs.) 1.00 € -40°C Min, Temperature page for DPM-3 3 ;I_" 3000K 0 8705 G1G,5DS Part St nng XBVR ID Ein“::fd :5[°K "CIruvo Iablg.‘Iﬂb“Jo‘Cz{I/ ) ‘ ) <0.1% Su»iIob|e for Degree g ‘P’:Jli‘r:\fed Painted
27-6/8 7’ 13" 54 T (2 9116 (14mm] 40°C Max. Tomparature . options i 5 4H | 4000k | 80 9,000 126W TBIGWHT Warm White 2 36 | 38 S5 1055110 T2 (125 o o e pter A LF. N i :15090 Lumen - Cutoff White Cone E,'gﬁk . I When PC Is ordered, Input must match PC voltage
7-8 (702mm) (178mm) (330mm] (24.5kgs.) 1.07 Dismeter 50°C Max. Temperature (HA Option} DPM-4 N 00K G 9"300 @1y Custom | | XBVRl 1D | P 121 heusings. See page 2 “or more information t/imI:ﬁn eLISrI:en:ny lousings Io} 2 Amber LEDs only available on 7L1) and 911 configurations, %50 mA only
P - o " Holes Exompie DPM-17T2/3L75D8 LED Ghips are frequently updated therefore values may increase. ' Fotor 3 Designl ights Consortium (DI C} qualified 5/7/9 models 5K only: | NC-91 U-5K-4, 1 NC-81 U-5K-3, I NG-71 11-5K-4, | NG-71 U-5K-8, I NG-51 U-5K
v o) | 7o) | @osmm) | @aekes) | 1 ; re S C O I te | ffort fo offer the best prod bl he right fo ch h Hubbell Outdoor Lighting » 701 Millennium Boulevard » Greenille, SC 29607 » Phone; 864-678-1000
o i . . . : — n a continuing effort to offer the best product possible we reserve the right to change, without ® ubbell Qutdoor Lighting ® illennium Boulevard e Greenville, * Phone: -B78-
:ﬁ:isp:t:r;:?a‘l)ta‘(r}rlanls-.ar:;h‘engm 10 be used when mounting two fixtures at 80° on a single pole. 2. EPA calculated 800.364.0098 Fax: 281.997.56441 www ameruxexterior.com %‘\ Project Hame | Fixturs Type | 10/20/16 il o notice, specifications or m.aIerials that in our opinion will not alter the function of the product. glliEcEEtiI;hhing Due to aur continued efforts to improve our produsts, product spacifications are subject to change without notice.
' - ; i 3 Gm@rlu ©9016 A Division of Hubbell Lighting, Inc. Web: www.prescolite.com * Tech Support: (888) 777-4832 ARCH-LED-013 © 2016 HUBBELL OUTDOCR LIGHTING, Al Rights Reserved + For more Infarmation vist our website: wwaw.hubbelloutdoor.com » Printed in USA LAREDOLNC-SPEC 8/16
.,,4"-5%, Amerlux reserves the right fo change details that do not affect overall function and performance. X Cataloq § LSl INDUSTRIES NG
15111 TDB00020EN atalog I ‘
ss Waridwide *www.designlights.org ERTIRE June 21, 2018 4:04 PM
RESIDERNTIAL LIVIFG
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T 1M TYP E ' E E 1 '
GRS
BHETING
Schedule P
Cat# . >
LNC2 1Y HUBBELL
Job Type Sz Outdoor Lighting
Lumens Mounting Lumens P — SER'ES
EXIETING 2 BTTRY
Symbol Label QTY Manufacturer Catalog Number LLF |Wattage . s SRl Aprovals
per Lamp Height per Watt RESIDENTIAL LIVING

Intended Use: Lumen Maintenance:
The compact LED LNC?2 is designed for perimeter L96 at 60,000hrs (Projected per [ESNA TM-21-11),
illumination for safety, security and identity. This com-  see table on page 2 for all values
pact fixture has no uplight and is neighbor friendly Installation:

. ’ ] . . on:
with typical mounting heights up to 15t. Units are Quick-mount adapter provides easy installation
supplied with an acrylic diffuser accessory that can to wall or o recessed junction boxes (4" square

VNG e - . ' SPECIFICATIONS PRODUCT IMAGE(S)

6 EATON - McGRAW- GLEON-AF-02-LED-E1- 380 1 113 28
A EDISON (FORMER SL3
o COOPER LIGHTING)

be “,Sef‘ f? rlower LED brIgI)tness’ngar bu‘lldmg junction box). Gasket seal and secured by lwo
entrances or other pedestrian areas, Units have pro- Allen-head hiddlen fasteners for tamper resistance
tective polyester finish for long lasting appearance. Designed for direct j-box mount or conduit feed In‘

Construction: single SKU. Conduit feed not available with BBU.
Decorative die-cast aluminum housing protects com-

O 2 EATON - McGRAW- GLEON-AF-02-LED-E1- 380 1 296 08
37 EDISON (FORMER SL3

SITE PHOTOMETRIC PLAN - INITIAL

FRIENDSHIP VILLAGE BLOOMINGTON

A LIFESPACE COMMUNITY- HEALTH CARE CENTER

8100 HIGHWOOD DRIVE.

o - ' Options:
ponents and provides an architectural appearance. .
D COOPE R L I G HTI N G) Casting thermally conducts LED heat to aptimize per- ?ug";)ls' hotacontiol for dusk o i A
forma.n.oe .and long life. I’owder paint finish provides . Oléca; Sngyoggﬂs:jr S;ti(;?s avaﬁZQ:?g; %ﬁfﬁ;;:?:
10 EATON - McGRAW- GLEON-AF-02-LED-E1- 378 1 113 28 durabily n outdoor environments. pn/of‘f‘ a:jng dig]g]in)g control {includes factory
Electrical: installed back bhox
M"m E D I SO N (FO RM E R T4W * 120V-277V universal voltage 50/60Hz 0-10V Egress (includes factory instalied back box): With diffuser Battery Back ’ S See P ‘ 23
dimming drivers  Battery back-up option - 121 configuration only ith aitfu attery Back-up or Sensor - See Page 2,
(m] COOPER LIGHTIN G) * 347V and 480V dimmable driver option in 12L « Provides 1 fc minimum over 10" 10" at 11' DIMENSIONS
configuration mounting height {exceeds NEC requirement) A c
; . Bl ic drivers: One in 5L, 7L 1 j * 1,546 initial lumens in battery mode o E
2 EATON - McGRAW- GLEON-AF-03-LED-E1- 380 1 166 28 I | ConvoNs . R . sl T B N
S 3 ey T T T TR | : “ - ' ® Minimum operating temperature is -40°C/-40F * -20C to 30C operating termperatre \\\\\ \ (A -
4FT EDISON (FORMER T4FT ot TS AN T h J - Over Pt e R N RN
" h B £ iR RV S N . Nt . . . Y ni n: | !
a COOPER LIGHTIN G) 7 e * Drives have greatar than .90 power factor websitéaf«‘)‘re de(t é’ﬁ:s and 1V} bonsu H/ L [ | ]
[ and less than 20% Total Harmonic Distortion " o !
http://Awww.designlights,org/QPL - gJ With Battery Back-up
1 - - - LED(s) CCT:  Listed to UL 1598 for use in wet locations, 40°C Or 5ensors
O [ 14 Amerlux Exterior DPM-DSM-T3-4L 6526 1 82.1 12 « 300K CCT norminal — 80 CR, 4000K CCT ambient environments
“% HW w% nominal — 70 CRI, 5000K CCT nominal — 70 CRI Warranty:
i) T * 5,7,9, 12 and 18 LED configurations avaiable Five year limited warranty for more information
a s6g page 2 for electrical and photometric detalls visil: hilp://vewny. hubbellouldoor comy/resources/waranly/
s * |ES Progress Award Winner - 2013 A B ¢ D E  Weight/ BBU
Optical: by ;
T 1 1 P RESCO L I TE M D8 L E D8 L35 K8 8530 1 78 . 1 1 2 Type II, Il and IV distributions with zero uplight; In- ¢ ?:;l%‘?gdgsgzxgd,w_amg&ﬂegﬁo14 6.25" 16" 10.25" 56" 10.25" 7.0/15.0Ibs.
i o b dividual PMMA acrylic lenses for wide lateral throw,
DD 8MDBLXFL55 i AR s e 1507 0022604 i 14221 2004 32165
| i | included where reduced LED brightness is desired
9 . ADMINISTRATION SHIPPING INFORMATION
23 EATON - LUMARK XTOR2B-W 2102 1 18.2 10 % . s | Gy Garton
(FORMER COOPER EXISTING CERTIFICATIONS/LISTINGS Hurnbier om | ength | Widlh | Weight B ack
| »% ) o O 3 nch {(em) | Inch {om) | nch (cm)
1 , SESIDENTIAL @ﬁ LNCZ-12L 14507 | 1429 | 840215 2
LIGHT] NG) " %3 RESIDENTIAL A s Tt Frowly LNC2-18LU [1es6n [ 100py [ 11epe [eepin | 2
T i "
£, LIVitG
Ly — - . 5K-3-
6 EATON _ LU MARK XTO R4B-W 4203 1 377 1 5 . 1 ¥ 1 5TORY ORDERING INFORMATION — ORDERING EXAMPLE: LNC2-12LU-5K-3-1
Mg Mg . “ '%.,
FE (FORMER COOPER S B WG LNC2 | - - - - -
’ - o
LIGHTING) NI i " soes R wenoros | o | cor L wsosmomon | wsn | orrons
! LR E AL IEIN LNC2 LnC2 5L 5LEDs U 120v-277V 3K ggOgF:(l nominal 2% Type |l DB TDark Bronze PC  Photocontrol
extured
13 ARCHITECTURAL AREA  |PROS-Y5-2040 1895 1 25.1 3 I 5 - R 7L 7te0s 1 120 | 3 Tl BBU'® igrl bty for
g, r o ST 9l 9LEDs 2 208V 4K 4000K nominal BL Black Textured 12L only (must specify
o LIGHTING R £ BHASE - ) 70 CRI 4 Type v GR Gray Textured 120V or 277V vottage
P AR 12L° 121EDs 3 240V 5000K nominal WH White Textured in voltage category)
1 AT E. 18L 18 LEDs 4 SK S0tk nomine te Toxtu rated for 20 to 30°C
Y A 1215 121EDs, 5 480V PS o " 5GP+ Programmabie mation
PRI LT T T T AR e B Bk 480V (12L only) AM A’“‘,’le'bf?o Erantl GYS Light Gray sensor, factory default
%o B by wh [TV e WETRR e et e T 12LF 12LEDs F 347 B dimming is 10% light
/ ! Friendly"/observatory Smooth tout
347V (12L only) e outpul
%, " applications, 3_50 mA
! I ; gzmery t[)ackl;p onty l;\/(a)ilab!e on 120, models, not avaitable for Canada (8L only versions)
$o AT ; ni’ﬁfd("é’ thvlvﬁii;lf)‘q Tor 1200 ar 4 fr 7V lor 12l with BB o 8F Up to 8ft mount height
g | e s e L s R e v 20F Up o 201 mount g
b - 8 BBljlznu:)i"n?gli:r? ge“l‘i‘;of%;{ibu‘rjlsgsa:]r:lgfgzuéombined

W' HUBBELL Hubbell Outdoor Lighting » 701 Miliennium Boulevard ® Greenville, SC 29607 » Phone: 864-675-1000
Qutdoor Lighting DUe to our continued efforts to improve our products, product specifications are subject to change without notice.
© 2017 HUBBELL DUTDODR LIGHTING, All Rights Reserved e For more infermation visit our website: www.hubbelloutdoor.com « Printed in USA Uctober 2, 2017 5:12 PM LNC2+SPEC

Statistics
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Description Symbol Avg Max Min Max/Min | Avg/Min

s
o
o
e

iy
5
o

10ft Beyond

0.1 fc 1.1 fc 0.0 fc N/A N/A
Property

+

Y
=

=
=

Courtyard — 12fc | 21fc | 0.5fc 4.2:1 2.4:1 %0 4 o4
Drive Lane 4+ | 23fc |341fc | 0.0fc N/A N/A I R
Front Parking + | 50fc |467fc | 14fc | 33.4:1 3.6:1 I D .
Garden Zone new — 1.6 fc 6.8 fc 0.2 fc 34.0:1 8.0:1 IR TYPE GG
HC 1 4+ 128fc 135fc |11.7fc | 1.2:1 1.1:1 ) D I
HC 2 “'II“ 8.3 fc 9.0 fc 7.0 fc 1.3:1 1.2:1 NO. DESCRIPTION DATE
Providence® LED"™ — Small Housing PROS TYPE
HC 3 — 76fc | 84fc | 6.5fc 1.3:1 1.2:1 CODE REVIEW 03-05-18
HC 4 4+ |B1Afc |53.7fc |457fc | 1.2:1 1.1:1 FEATORES ISSUED FOR BID & PERMIT 04-06-18
EE @ 10' «  Reliable uniform illumination s 0-10V dimmable + 13 standard powder coat finishes
HC 5 ”"#’“ 73 fC 77 fC 68 fC 1 1 :1 1 1 :1 e« Types I, Il IV and V distributions . Integral surge suppression . Die-Cast housing
HC 6 erﬁ 8 1 f 8 4 f 7 8 f 1 1 1 1 O 1 «  3000K, 4000K, 5000K CCT «  Thermal Protection «  Full Cutoff optical system
1 fe A4 fc 8 fc A: .0:
HC 7 ~ 6.9fc | 84fc | 53fc 1.6:1 1.3:1 CECICATIONS
HC 8 ”’#’“ 41.5 fc 46.9 fc 29.4 fc 1.6:1 1.4:1 11.60"/294.64mm __
+ Diameter: 11.60" / 294.64 mm
HC 9 m#p 6.8 fc 7.2 fc 6.4 fc 1.1:1 1.1:1 W” %’l"’ . ?Veig:tt: ;9|.;I4;2:94 mm
T » Weight: 9 Ibs / 4kg
HC 10 ~+ 81fc [10.3fc | 5.6fc 1.8:1 1.4:1 “Wim@m - ' fp”ggﬁzz%
HC 11 + | 54fc | 67fc | 3.8fc | 1.8:1 1.4:1 AP
HC 12 4+ 195fc 205fc |17.9fc | 1.1:1 1.1:1 I
HC 13 ~+ 19.2fc |20.7fc |17.4fc 1.2:1 1.1:1 5 "’””" K KEY PLAN
HC 14 4 108fc |114fc 103fc | 1.1:1 1.0:1 LOUTTY Surgue
I
HC 15 MWI" 14 1 fc 14.9 fc 13.3 fc 1.1:1 1.1:1 s %o Ya ¥ ORDERING INFORMATION
HC 16 +  13.7fc |14.6fc 12.8fc 1.1:1 1.1:1 oo e ! 2 : N ° °
‘ 0s
HC 17 ”’IVI“ 169fc (17.7fc |16.1fc 1.1:1 1.0:1 Ha ta s - _.. ) )
T Model Distribution Lumen Package Color Options Mounting
HC 18 +  |162fc |16.7fc |155fc | 1.1:1 1.0:1 A — _—
)7 s b . ) 4. COLOR .
HC 19 -+ 1109fc |132fc | 87fc | 1.5:1 1.3:1 Tt % oS P W o e N
by W, 2, DISTRIBUTION ;‘ e Blac SPK Brass Painted Spike
HC Garage ""‘Wf“ 10.3 fc 13.6 fc 7.4 fc 1.8:1 1.4:1 . bt \\;i gzzg EEN%EE/EZ%Z% EEE [ngif/ypj%esigt/;ﬁ
New Parking Lot 4+ | 21fc | 36fc | 1.2fc 3.0:1 1.8:1 5t % Ve Do o lawm 6. MOUNTING
North Side Parking + | 20fc 26fc 13fc | 2.0:1 1.5:1 oo » LUMEN PACKAGE MDB Bz s Standart mount sl sip oo 375 ol o SIGNATURE
. 3050 B000K CGT, 43 walls CRT Ct{ffen _ WALL MOUNT S
Property Line -+ 01fc | 1.7fc | 0.0fc N/A N/A §§§§ %%g%%%wzgg AL %gmuggymm WA e |HEREBY CERTIFY THAT THIS PLAN, e
RL 1 + 86fc 97fc  69fc | 141 1.2:1 e 000 oo s (o ki Siis st sis e b3 00 o AND THAT I AM A DULY LICENSED
RL 2 + | 74fc | 81fc 54fc | 1.5 1.3:1 P CUSTOM * Cor oy TRAESY Wiy OF THE STATE OF MINNESOTA.
RL 3 -+ 70fc | 86fc | 5.0fc 1.7:1 1.4:1
RL 4 5.8 fc 7.0 fc 3.6fc 1.9:1 1.6:1
T /é'«v ?}7. ¥
RL 5 + 11.8fc 125fc |10.6fc 1.2:1 1.1:1
RL 6 ”'wf“ 149fc (15.7fc |12.4fc 1.3:1 1.2:1 LIGHTING PLAN APPROVED
STATE OF MINNESOTALICENSE
RL 7 - 112fc |185fc | 5.6fc 3.3:1 2.0:1 o5t ot Gote pu | Cityof ntesiry | CAt7cs JOB STEVEN M. YOUNGS"- 16544
RL 8 2890 f 30.4 f 26.5 f 1.11 1.11 b dwmmmﬁfmm% P 626.968.5666 | F626[‘369 2695 | wuw.aal.nst -III\(/;'ES EXPIRES: JUNE 30, 2018
-+ 9fc |304fc 265fc 1 A NMJ . : o DRAWN BY APPROVED BY
West Side Parking 4+ | 27fc | 45fc  12fc | 3.8:1 2.3:1 Ao P DJL SMY
BLOOMINGTON 07/1 7/201 8 R
MTR M E S O A JOB NO. DATE
SAS201601 04/06/18
SHEET NO.

SITE PHOTOMETRIC

CASE FILE #PL201700250 { ) INITIAL

1 ” —_ 50’_0”

E101

[ 2 3 I 4 5 I 6 7 I 8 9 I 10 11 I 12 13 I 14 15 I 16 17 I 18 19 I 20 (©) 2018 SAS ARCHITECTS AND PLANNERS LLC
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ENGINEERING INC.
763-585-6742
763-585-6757 fax
Email: steen@steeneng.com
5430 Douglas Drive North |
Crystal, MN 55429 | //// ///
SAS architects
& planners, lic
630 Dundee Rd. Suite110
Northbrook, IL 60062
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RESIDENTIAL LIVING O m
G PING
B - EXIETING 3 STTHRY :
Schedule e -~ RESIDENTIAL LIVING E I <
Y INING I —
Symbol Label QTY Manufacturer Catalog Number Lumens LLF |Wattage Mounting Lumens O
ymbo cire °g © per Lamp 9 Height per Watt < Z
6 EATON - McGRAW- GLEON-AF-02-LED-E1- 380 0.81 113 28 Nl O I.IJ <
AA3 EDISON (FORMER SL3
a COOPER LIGHTING) - I E
O 2 EATON - McGRAW- GLEON-AF-02-LED-E1- 380 0.81 226 m I
a AA3T EDISON (FORMER SL3 |
O COOPER LIGHTING) _ _ I-IJ >_ O
10 EATON - McGRAW- GLEON-AF-02-LED-E1- 378 0.81 113 N - . T m
AA4 EDISON (FORMER TaW ——— a : (D —
o COOPER LIGHTING) 2 % i —
s W4 fis Mg /Y
2 EATON - McGRAW- GLEON-AF-03-LED-E1- 380 0.81 166 . \ AP < z LLI
‘ EDISON (FORMER T4FT AN
a COOPER LIGHTING) ‘ e e e ey e s - D 2
iy ha R ts ez ts ts s W?B ‘\s X
(e 14 Amerlux Exterior DPM-DSM-T3-4L 6526 0.81 82.1 Ve Vhe fe fie ha e g W Ty By 6 I E O
T e e s AY Xt\n . tk;ﬂ % m— —
: T s s s R e Ik VIR VI
12 |PRESCOLITE MD8LEDSL35K8 8530 | 081 | 78.1 — o \\ R > E @)
‘y - P T ADMINISTRATION aavar m O
23 EATON - LUMARK XTOR2B-W 2102 0.81 18.2 5 - B w, v ook — al
(FORMER COOPER ] ) N | ;{7\\ EXISTING I 0
LIGHTING) _— . J;'Sssfs . b RESIDENTIAL LIJ
6 |EATON - LUMARK XTOR4B-W 4203 0.81 377 4 By - fo %””T;”E“‘“W CD UJ —
(FORMER COOPER g W) - | 36TOR (D_
LIGHTING) “ b - TR T e B WitiG 0 0
£ ., 1" oo 28 ] et EXISTING
13 |ARCHITECTURAL AREA  PROS-Y5-2040 1895 0.81 25.1 3 Wil I 8 SV PAVILION z <
@ GG LIGHTING ff%’ . Bz %4 B S Vs FUTURE 1STORY
= ‘ R A IR RHASE 3 m
E oy £, +| 4 e ts Ho-te ce@s
. - +'° 8 ] .. AM@g *ii §**zs fia TR R \ — m
NSy T D (1 mibinis AR POATING oy D
.0 be hy W EEE A28 18] By "5 ba-h
Bo 4 s td 4 Hohe ha mf.e B s 7 11 DON I I m
o 1D j.s j.e j. ij Ek> ] R I I
o %o *5:9 *5:9 % cce 8‘ +1%G:&% I T b he h
o 4 3 gl 4 ‘ to Bs B b —— .
%o 1, Lonl o) LR e ks b4 h J |_u
o | BB3 r—.1 ‘+' . te ba B2 ha >
ol e ot < 4
ja bo fis g 8 %5 b5 b D
%'D Ho bae B B j.o ‘f.a Q
) %o bz %2 B Q& b O
Statistics . b2 54 4 o
Description Symbol | Avg Max | Min |Max/Min |Avg/Min N bs o h %
10t Beyond + |o01fc 09fc | 0.0f N/A N/A o e O
Property " g XL
Courtyard + 1.0fc | 1.7fc | 0.4fc 4.3:1 2.5:1 ; oy ol i o
Drive Lane + | 19fc |27.7fc | 0.0fc N/A N/A & o I i =
W T AA3 @28 g L -
Front Parking + 41fc |38.6fc | 1.1fc 35.1:1 3.7:1 g 5. S o0
Garden Zone new + 1.3fc | 55fc | 0.2fc | 27.5:1 6.5:1 8 E
HC 1 +  1104fc 109fc | 9.5fc 1.1:1 1.1:1
HC 2 + | 67fc | 73fc | 57fc 1.3:1 1.2:1 AN _
HC 4 -+ |414fc |43.6fc 37.0fc 1.2:1 1.1:1 ’ " ppp— PR
HC 5 -+ 59fc | 6.2fc | 55fc 1.1:1 1.1:1 bo. B
ba e 04-06-18
HC 6 - 66fc | 68fc | 63fc | 1.1:1 1.0:1 . ISSUED FOR BID & PERMIT
HC 7 + 58fc | 68.9fc | 44fc 1.6:1 1.3:1 fa
HC 8 + |336fc |38.0fc |23.8fc 1.6:1 1.4:1 KIS
HC 9 + | 56fc | 58fc | 52fc | 1.1 1.1:1
HC 10 + | 66fc | 83fc | 45fc | 1.8:1 1.5:1 ., sl
HC 11 + 44fc | 54fc | 3.1fc 1.7:1 1.4:1 B s e b
HC 12 +  |158fc |16.6fc |14.5fc 1.1:1 1.1:1 fe oo -%;/ﬁ-f/ﬁ 2 i 20
HC 13 +  |155fc |16.7fc |141fc | 1.2:1 1.1:1 el
HC 14 + 88fc | 9.2fc | 8.3fc 1.1:1 1.1:1 s s !
HC 15 t 4t 1210 108fc | 414 | 11 s I
HC 16 + | 1M.1fc |11.8fc |10.3fc | 1.1 1.1:1 o KEY PLAN
HC 17 +  |13.7fc |144fc [13.0fc | 1.1:1 1.1:1 R
HC 18 4+ |134fc |13.5fc |12.6fc 1.1:1 1.0:1 B
HC 19 + 8.8fc [10.7fc | 7.0fc 1.5:1 1.3:1 b B
HC Garage + | 84fc |11.0fc | 6.0fc 1.8:1 1.4:1
New Parking Lot + 1.7 fc 2.9fc 0.9fc 3.2:1 1.9:1 o,
North Side Parking + 16fc | 21fc | 1.0fc 2.1:1 1.6:1 _ - fis *2(1,
Property Line + | 01fc | 14fc | 00fc N/A N/A B — A RS-
RL 1 + | 69fc | 78fc | 56fc | 1.4:1 1.2:1 : .
RL 2 + 57fc | 65fc | 44fc 1.5:1 1.3:1 5
RL 3 4+ | 57fc | 7.0fc | 4.0fc 1.8:1 1.4:1 SIGNATURE
RL 4 + 4.7 fc 5.7 fc 2.9fc 2.0:1 1.6:1 | HEREBY CERTIFY THAT THIS PLAN,
e \ P ~Ey e SPECIFICATION, OR REPORT WAS PREPARED
RL 5 + 96fc |10.2fc | 8.6fc 1.2:1 1.1:1 _ o _ o 5a 2T ey 00 e BY ME, OR UNDER MY DIRECT SUPERVISION,
22\ TR = AND THAT | AM A DULY LICENSED
RL 6 + 12.0fc [12.7fc |10.1fc 1.3:1 1.2:1 s % ot gy S g PROFESSIONAL ENGINEER UNDER THE LAWS
RL7 + 91fc |15.0fc | 4.5fc 3.3:1 2.0:1 \ 3 L = Y OF THE STATE OF MINNESOTA.
RL 8 + |234fc |246fc |21.4fc | 1.1:1 1.1:1 : \ — e T _—
West Side Parking 4+ | 21fc | 36fc | 1.0fc 3.6:1 2100 | Ty T bl bl e _ e . ’ e
STATE OF MINNESGTALICENSE
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ENGINEERING INC.

WWHMWM
N

763-585-6742
763-585-6757 fax
Email: steen@steeneng.com

5430 Douglas Drive North
Crystal, MN 55429

-0 R o .3 S9N R 8 5—h. 9%
} I EEATSO1 IS
H(TYP) \
£ B — ﬂ
\\ Luminaire Schedule
Symbo L 0ty Label Arrangement Total Lamp Lumens| LLF Description
g TC SINGLE WA 1.000 | LUMARK XTORLB @ DOORS
6 T1 SINGLE N.A. 1.000 | MCGRAW TT-C5-LED-E1-MQ @ 8.5FT
43 T SINGLE N.A 1.000 | MCGRAW TT-C3-LED-E1-WQ @ 8.5FT
\ + LP DA 1 T
4 1 ¥ éaﬁ 2 O Calculation Summary
SIINEN . r . 52 . ® . Label CalcType Units Avg Max Min Avg/Min| Max/Min
rea = 3 887 D g.ft DARKING GARAGE Floor Tlluminance Fc 8.35 47.8 1.9 4.39 25.16
/X Tota i Watts = 247 0.2 25FT PERIMETER Tlluminance Fc 6.90 156.9 1.9 3.63 8.88
\/ ) = 0.070 Watt&/\ﬁqu ft PARKING GARAGE INNER Illuminance Fc 3.45 29.2 3.8 2.22 J.68
1 o ’ »
. 1/8" = 1'-0
c)
| (9)
“ .,
//” ,p”ﬂ (0/ /
CITY OF WM&W"’M Y
! et
sLoomncron /) 07/17/2018
BT MBS T 4 } “
1 | 2 3 | 4 5 | 6 7 | 8 9 | 10 11 | 12 13 | 14 15 I 16 17 18 19 I 20

o

L

SAS architects
& planners, llc
Northbrook, IL 60062
t: (847) 564 - 8333

/ i
630 Dundee Rd. Suite110

FRIENDSHIP VILLAGE BLOOMINGTON
BLOOMINGTON, MN

A LIFESPACE COMMUNITY- HEALTH CARE CENTER

8100 HIGHWOOD DRIVE.
LOWER LEVEL PHOTOMETRIC PLAN - PHASE 1 - INITIAL

NO. DESCRIPTION DATE
03-05-18

CODE REVIEW

ISSUED FOR BID & PERMIT 04-06-18

KEY PLAN

SIGNATURE

| HEREBY CERTIFY THAT THIS PLAN,
SPECIFICATION, OR REPORT WAS PREPARED
BY ME, OR UNDER MY DIRECT SUPERVISION,
AND THAT | AM A DULY LICENSED
PROFESSIONAL ENGINEER UNDER THE LAWS
OF THE STATE OF MINNESOTA.

b M Y

STATE OF MINNESOTALICENSE
STEVEN M. YOUNGS: 16544
EXPIRES: JUNE 30, 2018

DRAWN BY APPROVED BY
DJL SMY
JOB NO. DATE
SAS201601 04/06/18
SHEET NO.

E200.3

(©) 2018 SAS ARCHITECTS AND PLANNERS LLC
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5430 Douglas Drive North
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BLOOMINGTON, MN
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FRIENDSHIP VILLAGE BLOOMINGTON
A LIFESPACE COMMUNITY- HEALTH CARE CENTER

8100 HIGHWOOD DRIVE.
LOWER LEVEL PHOTOMETRIC PLAN - PHASE 2 - INITIAL

NO. DESCRIPTION DATE

CODE REVIEW 03-05-18

ISSUED FOR BID & PERMIT 04-06-18

KEY PLAN

‘M
LOWER LEVEL "
@ PHOTOMETRIC PLAN - PHASE 2 - INITIAL

1/8” — 1’_0”

SIGNATURE

| HEREBY CERTIFY THAT THIS PLAN,
SPECIFICATION, OR REPORT WAS PREPARED
BY ME, OR UNDER MY DIRECT SUPERVISION,
AND THAT | AM A DULY LICENSED

PROFESSIONAL ENGINEER UNDER THE LAWS
OF THE STATE OF MINNESOTA.

b M Y

STATE OF MINNESOTALICENSE
STEVEN M. YOUNGS: 16544
EXPIRES: JUNE 30, 2018
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| E S ¢ If SAS201601 04/06/18
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CASE FILE #PL201700250 E200 4

! 2 3 ! 4 5 ! 6 7 ! 8 9 ! 10 1 ! 12 13 ! 14 15 ! 16 17 | 18 19 | 20 (©) 2018 SAS ARCHITECTS AND PLANNERS LLC



| 20

275,
[V

T

L HHHHNHHWW L HHHHNHHW% U
EE]
oot HHHHHHHHHHHmm [ HHHHHHHHHHHmm il

ENGINEERING INC.

WWHMWM
N

763-585-6742
763-585-6757 fax
Email: steen@steeneng.com

5430 Douglas Drive North
Crystal, MN 55429

ELP ELLPO LPO
SIe) I >—D . Oc
VAN ELATSUL ~ ‘@
\/; I EEATSO1
H(TYP)
| [
[t N H | | ﬂ
[ |
d
KING 4RAGE INNER +
\7.9"  ‘ha 2.8
O Luminaire Schedule
Symbol Qty Label Arrangement Total Lamp Lumens] LLF Description
3 TC SINGLE N. 5. 0.810 | LUMARK XTORIB @& DOORS
o 13 T SINGLE N 0.810 | MCGRAW TT-C3-LED-FE1-W0 & 8 .5FT
3 T1 SINGLE N.A 0.810 | MCGRAW TT-C5-LED-E1-MQ €& 8.5FT
o % O 43 3L PDAréaﬁ . -|j_ 6 Calculation Summary
2 o . . - Label CalcType Units Avg Max Min Avg/Min | Max/Min
Area = 35284 3g.ft PARKING GARAGE Floot Tlluminance Fo 577 1357 1.5 7,51 25.80
fotal Watts —<d70.2 25FT PERIMETER TIluminance FC 555 |12.7 |15 3,73 5. 13
= 0.070 Wat ts/gq - PARKING GARAGE INNER Tl luminance FC 585 |23.7 |3.1 721 765
D )
(8)
1 \. PHOTOMETRIC PLAN - PHASE 1 - MAINTAINED
1/8" = 1'-0"
LIGHTING PLAN APPROVED ¢
/ ”? /M /K ( % )
CITY OF s ‘h / o
CITY A F W;v‘”‘ N?W'W‘%u \\\\“”“;z O O
BLOOMINGTON 07/1 7/2018
BACLN REE S 0T A J{L
| 2 3 | 5 | 6 7 | 8 9 | 10 11 | 12 13 | 14 15 I 16 17 | 18 19 I 20
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SAS architects
& planners, llc
Northbrook, IL 60062
t: (847) 564 - 8333

/ i
630 Dundee Rd. Suite110

BLOOMINGTON, MN

FRIENDSHIP VILLAGE BLOOMINGTON
A LIFESPACE COMMUNITY- HEALTH CARE CENTER
LOWER LEVEL PHOTOMETRIC PLAN - PHASE 1 - MAINTAINED

8100 HIGHWOOD DRIVE.

NO. DESCRIPTION DATE

CODE REVIEW 03-05-18

ISSUED FOR BID & PERMIT 04-06-18

KEY PLAN

SIGNATURE

| HEREBY CERTIFY THAT THIS PLAN,
SPECIFICATION, OR REPORT WAS PREPARED
BY ME, OR UNDER MY DIRECT SUPERVISION,
AND THAT | AM A DULY LICENSED
PROFESSIONAL ENGINEER UNDER THE LAWS
OF THE STATE OF MINNESOTA.

b M Y

STATE OF MINNESOTALICENSE
STEVEN M. YOUNGS: 16544
EXPIRES: JUNE 30, 2018

DRAWN BY APPROVED BY
DJL SMY
JOB NO. DATE
SAS201601 04/06/18
SHEET NO.

E200.5

(©) 2018 SAS ARCHITECTS AND PLANNERS LLC
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ENGINEERING INC.

763-585-6742
763-585-6757 fax
Email: steen@steeneng.com

5430 Douglas Drive North
Crystal, MN 55429
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NO. DESCRIPTION DATE

CODE REVIEW 03-05-18

ISSUED FOR BID & PERMIT 04-06-18

KEY PLAN

SIGNATURE

| HEREBY CERTIFY THAT THIS PLAN,
SPECIFICATION, OR REPORT WAS PREPARED
BY ME, OR UNDER MY DIRECT SUPERVISION,
AND THAT | AM A DULY LICENSED
PROFESSIONAL ENGINEER UNDER THE LAWS
OF THE STATE OF MINNESOTA.

b M Y

STATE OF MINNESOTALICENSE
STEVEN M. YOUNGS: 16544
EXPIRES: JUNE 30, 2018

DRAWN BY APPROVED BY
DJL SMY
JOB NO. DATE
SAS201601 04/06/18
SHEET NO.

E200.6

(©) 2018 SAS ARCHITECTS AND PLANNERS LLC



